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After several months of work at I+D Energias, I learned about the construction process of 
photovoltaic farms in Poland from the perspective of an EPC (Engineering, Procurement and 
Construction) company. I had the opportunity to work with excellent people on various issues 
related to construction of the photovoltaic farm, mainly for communication needs. We have 
introduced optimization of farm monitoring & CCTV systems, which reduces costs and 
improves the quality of systems. 
 
The purpose of the project was to detect and define existing problems in communication 
needs in a scattered group of 109 photovoltaic farms in Poland of 1 MW each (43 for Energija 
dossier and 66 for Lords dossier). We optimised monitoring and CCTV systems, we improved 
the solution for the gateway to the Internet, comparing Energija and Lords dossier, and we 
introduced a new solution for inverter’s architecture for Lords dossier based on PLC 
technology, more convenient and compatible with Huawei inverters.   
 
All the new solutions and specific technologies presented in this thesis made the construction 
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Po kilku miesiącach pracy w I+D Energias poznałem proces budowy farm fotowoltaicznych 
w Polsce z perspektywy konstruowania, logistyki i budowy. Miałem okazję współpracować 
ze wspaniałymi ludźmi w różnych kwestiach związanych z budową farmy fotowoltaicznej, 
głównie w zakresie potrzeb komunikacyjnych. Wprowadziliśmy optymalizację systemów 
monitorowania i CCTV, co obniża koszty i wpływa na poprawę jakości systemów. 
 
Celem projektu było rozpoznanie i zdefiniowanie problemów związanych z potrzebami 
komunikacyjnymi w rozproszonej grupie 109 farm fotowoltaicznych o mocy 1 MW w Polsce. 
Zoptymalizowaliśmy system monitorowania i CCTV, usprawniliśmy Gateway system w 
łączności Internetowej, porównując dokumentację projektów Energija i Lordów, 
wprowadzamy nowe rozwiązania dla architektury falowników. W dokumentacji projektów 
Lords stosujemy falowniki Huawei, co pozwala nam przebudować system architektury i 
zastosować wygodniejsze okablowanie PLC.  
 
Wszystkie nowe rozwiązania i sprecyzowane technologie przedstawione w tej pracy 
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The Engineering Thesis was prepared after the author’s apprenticeship in one of the largest 
and rapidly operating companies in Solar Photovoltaics in Poland: The Spanish company I+D 
Energías, [1] which in cooperation with its Polish partner company Sun Investment Group 
(SIG) [2] is building a huge portfolio of 109 solar power plants, divided into 2 portfolios of 43 
and 66 MW respectively, for 2 different clients. The first one for E Energija Group (locations 
marked in yellow at Image 1), was finished in June 2019 [3] and the second one for Lords LB 
Asset Management (locations marked in red), still under construction at September 2019. [4] 
 
Nowadays, the demand for solar photovoltaic energy in Poland is growing very fast year-by-
year, passing from less than 20 MW installed in 2014 up to 500 MW in 2018, as shown in the 
Image 2. [5] 
 
 
Image 1: Map of Poland with solar farms built by I+D Energías 
 for Energija (in yellow) and Lords (in red). [company source] 





Image 2: Graph of installed power in photovoltaic sources. [5] 
 
 
1.2. Thesis objective 
 
In parallel with the development of PV farms, the demand for all services related to PV farm 
communication needs is increasing. The scope of works is the monitoring of the solar farms, 
CCTV systems, production control, atmospheric changes (through the weather station that is 
also installed to monitor weather parameters), security systems and an appropriate gateway to 
the Internet, by using specialized software and checking the quality of the network to improve 
the quality of systems operation. 
 
Therefore, the objective to elaborate this thesis is to define and optimize the problems 
associated with the communication needs for the aforementioned scattered group of 1 MW 
photovoltaic farms in Poland. 
 
 
1.3. Thesis architecture 
 
This thesis consists of 5 chapters: First of them is an introduction with general information 
about PV farms in Poland. 2nd chapter deals with inverter monitoring and production control 
of solar farms, including weather station parameters, 3rd is about CCTV systems and 4th 
explains the 2 gateway systems used (Ka satellite and 4G network). Conclusions, in 5th and 
last chapter end this thesis. 
 
1.4. General information 
 
The structure tables in the PV farm, where solar panels are set, follow a horizontal model 
“4H”, this means that 4 horizontal rows form every structural unit. The number of panels per 




row can be 17 for big-size tables (“Type 1”, 4Hx17, 2 strings) or 9 for small-size tables 
(“Type 2”, 4Hx9, 1 string), as shown in Image 3. 
 
Therefore, big-size tables are composed of 4Hx17 panels; 68 in total, 2 strings of 34 panels 
each, where every string is divided into 2 rows making a “C” connection to avoid the loop-
closing cable. Concerning small-size tables, they are composed of 4Hx9 panels; 34 in total, 
just 1 string with 2 gaps (panel-free position), divided into 4 rows making a “zig-zag” 
connection, also to avoid the loop-closing cable as shown at Image 3. 
 
 
Image 3: Module Connection Detail for Type 1 (68 positions) and Type 2 (36 positions) 
tables, with 34-panel strings making a C and zig-zag connection respectively. [company 
source] 
 
In Energija dossier there are also some strings composed of 33 panels instead of 34, because 
we cannot reach the peak power of 1 MW, though we can be as close as possible without 
reaching 1 MW peak (1 MWp). So, these 33-panel strings leave 2 gaps at big-size tables 
(“Type 1”), and 3 gaps at small-size tables (“Type 2”), as it happens to the SCB 7 shown at 
Image 4. 
 
The following images present the construction of individual farm elements as well as the 
entire architecture of the photovoltaic farm. For instance from technical drawing we see that 
the direction of string is marked with red arrows and runs in one direction (Image 7). The 
same direction appears in electrical architecture, because this solution is more convenient for 
trenches.  
 
Furthermore, the cabling architecture is based on aluminium cables for positive and negative 
poles, so the cost per meter is optimised with respect to copper cables. 






Image 4: LV Single-Line Schema for a PV farm: SCBs 1 and 2 are composed of 16x34-
panel strings, SCBs 3 to 6 are composed of 15x34-panel strings and SCB 7 is composed of 
15x33-panel strings, so total peak power must be slightly under 1 MW. [company source] 
 
 
Image 5: Piaski 1 MW PV farm photo taken with a drone (1). [own photo] 






Image 6: Piaski 1 MW PV farm photo taken with a drone (2). [own photo] 
 
 
Image 7: Structure layout of Piaski solar farm. 
Red arrows show the way how the strings are connected to the SCBs. [company source] 
 
 









Image 9: Trenches scheme for the cabling for one photovoltaic farm: 
LV: Low Voltage – ST: String Extension – MV: Medium Voltage – SC: CCTV – WS: Weather Station. 
[company source] 






Image 10: SCB Details: Trench section, underground cable and supporting frame. 
[company source] 




2. INVERTERS PRODUCTION AND METEO 
MONITORING 
 
2.1. Inverters used: Sungrow vs Huawei architectures 
 
As mentioned in chapter 1, I+D Energías’ whole Polish portfolio consists of 109 projects of 1 
MW solar farms each. This portfolio is divided into 2 project networks for 2 different 
investors: Energija (43 MW) and Lords (66 MW). Therefore, we build 2 different system 
architectures for each one of them. For Energija projects we work with 125 kWn Sungrow 
inverters and for Lords projects, the chosen inverter is Huawei 105 kWn. Each inverter works 
in a very different way from the other one for what concerns to working points and 
communication architecture, as explained next. 
 
2.2. Energija architecture: SCBs and Modbus 
connection 
 
For Energija projects we install String Combiner Boxes (SCB) which are connected directly 
with the solar panel strings, acting as DC concentrators (Image 11). From SCBs, electrical 
energy is transported by DC cables to Power Station. These DC cables are aluminum-made 
and unipolar. One of the poles is positive, while the other one is negative.  
 
 
Image 11: String Combiner Box mounted over photovoltaic structure. [own source] 





Image 12: SCB Installation for Energija Projects: 
Front and section view of mounting process. [company source] 
 
Then energy is converted from DC to AC by Sungrow Inverters and it goes to the trafo station 
where it will be converted from LV-AC (Low Voltage) to MV-AC (Medium Voltage), and 
then it is injected into the electrical grid to be sent to the client’s networks. All Sungrow 
Inverters are attached to the Trafo Station as shown in Images 16 and 17.  
 
For each Inverter there is one SCB because 125 kWn Sungrow inverter works with 1 single 
input (one working point or MPP, from Maximum Power Point). So the SCB is a necessary 
concentrating element for our purposes.  
 
This means that all the strings connected to the same SCB (and therefore, to the same 
inverter) must have the same number of panels and the same tilt angle. Different tilt angles 
would introduce different working points (because the irradiation conditions vary), and 
Sungrow inverter would not be optimized. 
 
The SCB Box Single Wire Schema is presented in the Images 13 and 14. 
 









Image 14: SCB Box Single Wire Schema (2). [company source] 
 




2.2.1. Student work for Energija architecture: SCBs 
and Modbus connection 
 
String Combiner Boxes have been configured and installed for each solar panel string. We 
had to properly connect the cables to the corresponding ports inside the SCB. After 
connecting, we described and secured the connections. This process was similar for all SCBs 
on a photovoltaic farm. 
 
The next step was to connect one SCB with one Sungrow inverter (which is at Trofo Station), 
because only in this configuration (one to one) it can work. The whole process involved the 
appropriate cables communication connection for a modbus inverter, which is explained in 
Images 20 and 21. 
 
In Energija Projects Portfolio, monitoring boxes were used to supervise and control the work 
of inverters. All components inside the monitoring box have been connected and optimized to 
run a monitoring system for the photovoltaic farm. 
 
The operation of the system for the photovoltaic farm was checked before the end of the 




Image 15: Interior of String Combiner Box. [own photo] 
 
 





Image 16: String Inverter architecture for Energija dossier. 




Image 17: Sungrow Inverters attached to the Trafo Station's wall. [own photo] 
 




To explain how the communication system for Sungrow Inverter works, we can consider 
Images 18 to 21. The inverter has two communication waterproof connection terminals. 
Inside the junction box, there are RS485 “A” and “B” terminals and RS485 interface on the 
configuration circuit board. 
 
Through the dip switch, we must connect a 120 Ω termination resistor between the A and B 
communication cable in the last inverter, since there is no input signal from any other, to 
adapt the input impedance, as shown at Image 21.  
 
Thanks the appropriate software that will be explained in chapter 2.5 and through RS485 (also 
called Modbus or “daisy chain”) communication interface, we collect the information of the 




Image 18: Single line scheme for Energija projects from strings up to the Trafo Station. 
[company source] 
 
Image 19: Modbus connection for String Inverters in Energija projects. [company source] 





Image 20: Communication connection for middle (all but the last) modbus inverter. 
In yellow box, input and output signals. In red box, 120 Ω resistor switched off. [own 
source] 
 
Image 21: Communication connection for last modbus inverter. In yellow box, 
output signal. In red box, 120 Ω resistor switched on, to adapt the input impedance. [own 
source] 





In Energija projects, monitoring boxes are responsible for monitoring and controlling about 
the every inverters’ work, as well as the Meteo Box that will be explained in Chapter 2.5. 
Inside the monitoring boxes we can find the different communication components shown at 
Image 22, from which we can detach: 
 
- IP Serial: Is enabling perfect integration with the central computer. Thanks a built-in 
terminal program, users can send, receive command and data via the terminal 
programme for easy testing. The cabling is much easier and total costs of cable and 
switch are significantly reduced. 
 
- IP Power: Device to monitoring up to 16 hosts’ availability: PC, routers, switches and 
cameras.  
 
- Router: First step before the general gateway to the Internet. Enables remote 
monitoring systems in photovoltaic farms.  
 
- Mini PC: Small-size personal computer, to control all the devices that act as its 
peripherals. There is usually no screen connected because a laptop can be used also to 
make the monitoring in local mode, as shown in Image 23. 
 
- Power Supply for all the devices. 
 
And whose datasheets are available at Annex 1 
 
One monitoring box is responsible for all the inverters of the solar farm. Below is presented a 
monitoring box interior with working components. 
 






Image 22: Components inside a monitoring box: Top shelf: IP Power, 
Second shelf, from left to right: Power Supply, Edge Router, PC, IP Serial. [own source] 
 
 


















Image 25: General Monitoring Diagram for Energija Projects. [company source] 
 
 
2.2.2. Bulleted conclusions list for Energija 
architecture: SCBs and Modbus connection 
 
String Combiner Boxes have been configured and installed for each solar panel string. 
 
The connections were described and secured. 
 
Each SCB is connected to its respective Sungrow inverter. 
 
Components inside the monitoring box have been connected and optimized to run a 
monitoring system for the photovoltaic farm. 
 
 
2.3. Lords architecture: String Inverters and PLC 
connection 
 
For Lords projects, inverters are located throughout the solar farm, attached to the structures, 
and communication with them is made by AC cable itself by following PLC (Programmable 
Logic Controller) protocol, a robust solution, so the attenuation level is not significant.  
 




PLC architecture starts from the busbar connections that are present inside the Trafo station, 
as shown at the images 26 and 27. The busbar architecture is composed of 9 input AC 
connections from the 9 inverters that are placed throughout the solar farm. 
 
 
2.3.1. Student work for Lords architecture: String 
Inverters and PLC connection 
 
The Lords Project Portfolio was a completely new project with new technical solutions related 
to farm architecture. Therefore, in these projects it was necessary to monitor the implemented 
solutions and to look for new and better solutions on an ongoing basis. 
 
Modern Huawei Inverters were used in Lords Project Dossier, new technological solutions for 
projects were introduced. Among others, the Programmable Logic Controller (PLC) has been 
implemented, this solution is more expensive, but thanks to the robust solution, it is much 
more durable and safer, because there are no hand-made fuses.  
 
Busbar connection for 9 inputs has been connected in the PLC architecture, because 9 
inverters are common in Lords Project Dossier. 
 
In the PLC Architecture for Huawei inverters from the Busbar connection, power and 
monitoring signals are split up. Signals are sent to Smartlogger which was implemented for 
Lords Project Dossier. 
 
At the client's special request, special additional protection of cables and connections between 




Image 26: 9-inverter busbar architecture inside the trafo station. [own source] 
 
The reason why there are 9 inverters is because the nominal power of each one is 105 kWn, so 
the whole nominal power is 9 x 105 = 945 kWn, slightly close to 1 MWn but still under. 
 










Image 28: String Inverter architecture for Lords dossier. 
Inverters are attached to the structures throughout the solar farm. [company source] 
 




In the Image below we can see the Huawei 105 inverter installed, attached to the structures 
where solar panels are placed. For Lords projects, the String Combiner Box (SCB) is the 
Inverter itself so there is no need of placing an independent SCB.  
 
 
Image 29: Huawei Inverter for Lords project.  
In the left side, the 3-phase AC cable containing the monitoring signal. [own source] 
 
There are 9 inverters per solar farm in Lords architecture, as shown at the picture below.  
 
 
Image 30: Joint of 9 Huawei Inverters on a Lords photovoltaic farm. [own source] 
 









Image 32: Single Line Schema for Lords projects from strings up to the Trafo Station. 
[company source] 





This communication through PLC protocol is possible because Huawei 105 kWn inverter is 
compatible with this technology. Otherwise, Modbus of Fiber Optics systems would be 
necessary.  
 
Modbus solution is not a good option for Lords projects because inverters are spread 
throughout the solar farm and long distances do not make this solution a good option.  
 
 
Image 33: First section of PLC cable routing between the Busbar and the Huawei 
Smartlogger device, up to the PLC Fuse System. [own source]  
 





Image 34: 3-Phase Fuse system for PLC protocol,  
to protect Huawei’s smartlogger from Busbar overtensions. [own source] 
 
 
The Image below shows the system built on photovoltaic farms for the SUN2000–105 KTL 
model which we installed at Lords dossier.  
 
Image 35: PLC Architecture for Huawei inverters. At point (C), from the Busbar 
connection, power and monitoring signals are split up. Signals are sent to Smartlogger (E). 
[Huawei manual] 






Image 36: SUN2000 Inverter’s bottom connections. [Huawei manual] 
 
 
Image 37: Rear view schema of Huawei’s Smartlogger. Connection number 13 corresponds 
to PLC inputs, used in Lords projects. [Huawei manual] 
 
 





Image 38: Rear view picture of Huawei’s Smartlogger. [own photo] 
 
 
As mentioned earlier the inverters for Energija and Lords projects can be controlled in local 
mode by an external application: 
 
- For Energija dossier (Sungrow) we use “10 Sun Access “application. 
- For Lords dossier (Huawei) we use “SUN2000” application.  
 
These applications are just needed when we are making an on-site initial configuration, from 
that point on all the rest is made in remote mode. 
 
Both of them are available at PlayStore. 
 
 
2.3.2. Bulleted conclusions list for Lords architecture: 
String Inverters and PLC connection 
 
Modern Huawei Inverters were used in Lords Project Dossier, new technological solutions for 
projects were introduced. The Programmable Logic Controller (PLC) has been implemented. 
 
Busbar connection for 9 inputs has been connected in the PLC architecture. The Smertlogger 
have been implemented for Lords Project Dossier. 
 




Special additional protection of cables and connections between them against UV radiation 
and weather conditions was invented and implemented. 
 
2.4. Student analysis: Comparison between both 
architectures 
 
For Energija Projects we used Sungrow Inverters and tailor-handmade String Combiner 
Boxes. Because of that, jointly with the huge number of fuses, the probability of fail is higher. 
 
This solution in Energija Projects is cheaper, but less optimized in comparison with Lords 
Projects.  
 
When we consider Lords Projects we see stronger and more optimized system, all system 
architecture is different, more convenient, but unfortunately more expensive. For Lords we 
used Huawei Inverters which are wholly manufactured by the Huawei Corporation. Thanks to 
these robust devices, the probability of the fail is lower than in Energijas case. 
 
We used here AC cables, whose price is higher than DC cables. AC cables are multipolar and 
have 3 independent phases.  
 
In the Lords projects were applied string inverters with up to 8 working points (up to 16 
inputs). One working point –Maximum Power Point (MPP)– contains Vmpp, Impp and 
depends on the quantity of solar irradiation, tilt angle of the panels and azimuth. The solar 
energy from photovoltaic panels goes to the string inverters which change energy from DC to 
AC. After this conversion, AC energy is carried up to Trafo Station. Thanks to transformer, 
MV electricity is obtained, which goes directly to the utility network. 
 
In Energija dossier, typical configuration is composed of 7 inverters and their respective 7 
combiner boxes. There is only one working point for all the 16 inputs, this means that for one 
inverter all the strings must have the same number of panels and similar irradiation 
conditions. Each inverter, or each Combiner Box, is therefore composed of: 
 16 strings per inverter (or 15 in some cases), 
 34 panels / string (or 33 in some cases), 
 panel peak power Pp = 275 Wp,  
 
so, from the equation we obtain a typical value of 16·34·275 = 149.6 kWp per SCB, 
 
and total 7·149.6 = 1047.2 Wp = 1.047 MWp.  
 
Nominal power: 7 [inverters] · 125 [kWn/inv] = 875 kWn = 0.875 MWn 
 
% of Pp [peak power] / Pn [nominal power] = 1047/875 = 1.196 ≈ 119.6 %  
 
In Lords dossier there are 8 working points per inverter; therefore, 16 inputs and 2 inputs per 
one working point. Both inputs of the same MPP must have the same number of panels and 
similar irradiation conditions. There are typically 9 inverters per solar farm, and they are 
composed of:  
 14 strings per inverter, 
 34 panels / string (or 33 in some cases), 




 panel peak power Pp = 275 Wp,  
 
so, from the equation we obtain a typical value of 14·34·275 = 130 900 Wp per SCB, 
 
and total 9·130.9 kWp = 1 178 100 Wp = 1.178 MWp  
 
Nominal power: 9 [inverters] · 105 kWn = 945 kWn= 0.945 MWn 
 
% of Pp [peak power] / Pn [nominal power] = 1178/945 = 1.246 ≈ 124.6 % 
 
 
To summarise this chapter, the table below establishes a comparison between different 
parameters for Energija and Lords projects.  
 
Project Dossier Energija Lords 
Inverters Sungrow 125 kWn Huawei 105 kWn 
Optimisation of MPPs 
and in-between elements 
Less optimised More optimised 
Strength of monitoring 
signal  
Less strong (Modbus) Stronger (PLC) 
Cable type 
DC cable is cheaper  
(2x unipolar) 
AC cable is more expensive 
(1x 3-phase multipolar) 
Concentration device 
Tailor hand-made String 
Combiner Box (SCB)  
Huawei’s Built-in fused 
string inverter  
Probability of fail 
Higher (lots of fuses inside is 
handmade) 
Lower (robust device by 
Huawei) 
Damage in case of string 
overtension 
Lower (SCB is a protecting 
element for the inverter) 
Higher (no protecting 
element between strings and 
inverter). 
Image 39: Table with comparison of inverters’ parameter for Energija and Lords dossier. 
 
Thanks the monitoring system we can easily detect which fuses and cables don’t work. Every 
inverter has its own monitoring tracker. In local mode, as mentioned, Sungrow inverters work 
with the Sun Access mobile application, and Huawei inverters use Sun2000 mobile 
application. But in remote mode both of them are monitored by I+D Energias’ own SCADA 
software, as explained in Chapter 2.6. 
 
 
2.5. Weather station 
 
The weather station system is the same for Energija and Lords projects, though it is connected 
to the Monitoring Box in the first case and to the Smartogger in the second one.  





It consists of devices responsible for controlling weather conditions, for instance a 
pyranometer for measuring hemispherical total reflected light radiation, calibrated cell for 
measuring temperature and anemometer for measuring wind speed. These devices are 
connected to the monitoring rack. 
 
The photo below shows the meteorological box with specific components to measure the 
weather parameters. 
 
Inside the Weather Station boxes we can find the different communication components shown 
at Images 40 to 42, from which we can detach: 
 
- Image 40: Meteo Box, Datalogger and Power Supply 
- Image 41: Anemometer, Calibrated cell and Pyranometer 
- Image 42: Ambient and Panel Temperature Sensors, placed at the back of the structure 
 
And whose datasheets are available at Annex 2 
 
- Datalogger – Programmable automation controller (PAC), NPE X500 is the series of 
industrial computers which you can easily adapt to your needs by choosing from the 
available options. 
 
- Anemometer – ANEMO4403 V3 used for industrial need, e. g. in cranes, solar panels, 
buildings, wind turbines, weather stations connected to speed sensors such as 
tachometers, PLCs or data loggers to inform about the wind speed and set alarms. 
 
- Calibrated cell – silicon sensors for measuring the solar irradiation. It provides a 
voltage proportionally to the intensity of the solar irradiation. The main functions are 
output and operational check of photovoltaic farms, controlling of shading equipment 
on buildings. 
 
- Pyranometer – it is the smartest device to measure solar radiation. It consists of a low 
maintenance pyranometer with smart digital signal processing. 
 
- 2 Temperature Sensors – for measuring the surfaces and the temperature of solar 
modules, and ambient temperature, respectively. We can measure temperature of the 
modules thanks to installing the surface temperature sensor at the solar module back. 
It is very important, because the efficiency of the photovoltaic module decreases by 
0.43% when the module temperature increases. 
 
2.5.1. Student work for Weather Station: 
implementation and optimization of the system 
 
The entire weather station has been implemented, optimized and adapted to work for the solar 
farm. Panel temperature sensors (for measuring solar panel temperature) and ambient 
temperature sensors (for measuring air temperature) at the back of the panel structure were 
installed. 
 




Moreover, Anemometer for measuring wind speed, Calibrated Cell for measuring temperature 
and Pyranometer for measuring hemisperical total reflected light radiation has been installed. 
 
Communication tests (under laboratory conditions) between Meteo Box and Huawei's 
Smartlogger have been carried out, for Lords Project Dossier. 
 
For Lords Porojects, after correctly connecting the Meteo Box to Huawei's Smartlogger, the 
Meteorological Box was located near Trafo station, connected with Datalogger and Power 
Supply. In the case of Energija Projects, the Meteo Box is connected to the Monitoring Box 




Image 40: Opened Meteorological Box with Datalogger  
and Power Supply. [own photo] 





Image 41: Weather Station composed of: Meteo Box (mounted as close as possible from 
Trafo Station), Anemometer, Calibrated Cell and Pyranometer. [own photo] 
 
 
Image 42: Ambient and Panel Temperature Sensors 
placed at the back of the structure. [own photo] 




The weather station is connected to the monitoring rack.  
 
Photo below shows the connection tests (made at laboratory) between the Meteo Box and 
Huawei’s smartlogger, made by the author. 
 
 
Image 43: Meteo Box connected to Huawei’s Smartlogger. [own photo] 
 





Image 44: Weather Station Layout. [company source] 
 
 
2.5.2. Bulleted conclusions list for Weather Station: 
implementation and optimization of the system 
 
The weather station has been implemented, optimized and adapted to work for the solar farm. 
Panel temperature sensors and ambient temperature sensors at the back of the panel structure 
were installed. 
 
Anemometer for measuring wind speed, Calibrated Cell for measuring temperature and 
Pyranometer for measuring hemisperical total reflected light radiation has been installed. 
 
Communication tests between Meteo Box and Huawei's Smartlogger have been carried out, 
for Lords Project Dossier. 
 
For Lords Porojects, the Meteorological Box was located near Trafo station, connected with 
Datalogger and Power Supply. In the case of Energija Projects, the Meteo Box is connected to 












2.6. SCADA software 
 
SCADA System is an IT software system supervising the technical process. The software is 
responsible for collecting current data, visualization, process control, alarming and data 
archiving. The Image below shows screen-friendly software presenting the inverters 
production. We note that the information from the Image shows Korabiewice photovoltaic 
farm. Data point out, including the energy produced, medium power, instant power. 
 
 






2.6.1. Student work: Inverters productivity and 
weather conditions analysis by SCADA software 
 
The technical analysis of the inverter productivity, the weather station and the weather 
forecast, the power obtained by photovoltaic panels, the irradiation for solar farm, the ambient 
temperature and the panel temperature, the wind speed, was carried out using the SCADA 
programme. 
 
Thanks to the program, we control all factors and data on an ongoing basis, and by analysing 
the data on the charts, we can react immediately if the data is not as expected. The graphs 
below present data for Korabiewice photovoltaic farm. 
 
From this graph, we know how much energy photovoltaic panels generate during the day. We 
see that energy from Korabiewice solar farm is obtained between about 7 a.m. and 7 p.m., but 
we are able to calculate energy for the entire observation period.  
 





Image 46: Power plot from Korabiewice photovoltaic farm. [own screenshot] 
 
The SCADA software shows the current weather conditions as well as presents a weather 
forecast for the near future. The weather station included irradiance [W/m2], wind speed in 
[km/h], ambient temperature [ºC] and panel temperature [ºC], whereas the weather forecast 




Image 47: Weather station and weather forecast for Korabiewice solar farm from Scada 




The charts present the data that was collected in one single day and analysed to check the 
quality and correctness of the entire implemented system on one of the farms. 
 




The graph below shows power obtained by photovoltaic panels for a one single day. 
 
 
Image 48: Power obtained by photovoltaic panels. [own screenshot] 
 
Here we observe irradiation for solar farm during a day. 
 
 
Image 49: Irradiation for solar farm. [own screenshot] 
 




Comparison of ambient temperature and panel temperature we can observe on the graph 
below. We note that the panel is adequately higher then ambient temperature on the same 
solar farm. 
 
Image 50: Plot of ambient temperature and panel temperature. [own screenshot] 
 
Graph presents the wind speed for solar farm during one day. We can note when the wind 
speed was the strongest and when the speed of wind was the lowest. 
 
 
Image 51: Plot of the wind speed. [own screenshot] 





2.6.2. Bulleted conclusions list for Inverters 
productivity and weather conditions analysis 
by SCADA software 
 
The technical analysis of the inverter productivity, the weather station and the weather 
forecast, the power obtained by photovoltaic panels, the irradiation for solar farm, the ambient 
temperature and the panel temperature, the wind speed, was carried out using the SCADA 
program. 
 
All factors and data on an ongoing basis have been controlled. The data on the charts have 
been presented and analysed. 
 
 




3. CCTV SYSTEM 
 
3.1. CCTV Architecture 
 
Closed Circuit Television (CCTV) is a system of monitoring places and objects using a 
camera system. The Image from the camera is sent directly to the surveillance center via cable 
and network. The person responsible for monitoring can use the special software to control 
what is happening on a given photovoltaic farm. CCTV is installed on solar farms to increase 
security and monitor environmental conditions at any time for a specific farm. 
 
For the 1MW photovoltaic farm built by I+D Energias is standardly mounted 8 cameras. All 
the cameras must be connected to one of the 2 existing concentration points. First one is 
called primary node and is located inside the CCTV cabinet, next to the transformer station 
(shown at Images 53 to 56), and second one (secondary node or AC3CON) is at the most 
opposite pole from the primary one (shown at Images 57 to 59). In CCTV architecture, for 
both Energija and Lords portfolios, the company has used FTP cable for connections between 
cameras directly to their connecting point (primary or secondary), because the distance 
between both is not so long to disturb cameras system work and the information can be 
correctly transmitted. However, for the connection between both concentration points, a fiber 
optic cable is needed, due to the fact that the in-between distance form is long enough to 
require fiber optics to guarantee a lossless transmission.  
  
The Image next shows one example of CCTV layout for a photovoltaic farm. Every CCTV 
camera is located on one pole, so every camera is watching next one, forming a ring. The 
observation fields have the form of a circular sector, with the vertex located on the camera 
position. This distribution is necessary for videoanalytics purposes, and the distance between 
cameras also depends on the required resolution for videoanaytics. 
 









Image 52: CCTV layout for photovoltaic farm. [company source] 
 
 
3.1.1. Student work for CCTV System Architecture: 
construction, optimization and run the system 
 
We have introduced changes to the CCTV System architecture design. For a large solar farm 
area it was difficult to connect all cameras via FTP cable because the camera image was 
losing quality. Therefore, in these projects 2 concentration points were used, which collect the 
image from other cameras (by FTP cables) located near these points. However, the 
combination of these 2 concentration points was made of fiber optics. Thanks to the solution 
we have used in these projects, we can collect data from cameras without loss of information. 
 
In addition, cameras were installed in CCTV System architecture so that the lens of one 
camera in the field of view has a second camera, the second camera sees the third. The 
cameras are arranged in such a way as to form a ring. 
 
Below each camera mounted on a pole, an infrared lamp was installed (at an optimal distance 
from the camera to prevent night butterflies from entering the camera's eye and acting as light 
scatterers) to ensure better visibility for the camera at night. 
 
To build the entire CCTV system, the trenches were carefully dug and cables were laid in 
appropriate security pipes. 
 
Finally, the appropriate cables were led out and connected to cameras and CCTV cabinet, 
after installing all components inside the CCTV cabinet, it was secured. 





After all the work related to the installation of the system on the side, technical inspection of 
the system was carried out, cameras were  analysed and optimized. 
 
The photo below shows CCTV cabinet next to transformer station mounted in Energija’s 
projects. This solution provides more space inside the transformer station and renders CCTV 
cabinet more available.  
 
 































We can see below interior of CCTV cabinet with cabling and working components.  
 
 
Image 54: CCTV cabinet interior. [own photo] 
 
 
Image 55: CCTV detail. Connections for primary node are shown below left  
[company source] 






Image 56: CCTV single line. [company source] 
 
 
Image 57: CCTV AC3CON box. [company source] 
 





Image 58: CCTV AC3CON interior. [own photo] 
 
 
Image 59: CCTV AC3CON connection. [company source] 
 
 





Image 60: CCTV camera and AC3CON mounted on a pole. We can observe specific IR 
lamp mounted below the camera to help get better image of the camera during the night. 



















The Image below shows CCTV foundation work. The cabling is responsible for transfer 
information from camera.  
 
 
Image 61: CCTV foundation works. [own photo] 
 
 
Image 62: Pole with cabling and a manhole after foundation works. [own photo] 
 




In the Image form camera view we can observe the area and the path next to the fence. 
Thanks to a dedicated software we are able to control what happens on a farm at any time of 
the day from anywhere in the world. 
 
 
Image 63: Camera Image for one of the photovoltaic farm. [own screenshot] 
 
 
3.1.2. Bulleted conclusions list for CCTV System 
Architecture: construction, optimization and 
run the system 
 
We have introduced changes to the CCTV System architecture design. In these projects 2 
concentration points were used, which collect the image from other cameras (by FTP cables) 
located near these points. The link betwen these 2 concentration points is made of fiber optic. 
Thanks to this solution, the data from cameras are collected without loss of information. 
 
Cameras were installed in CCTV System architecture so that the lens of one camera in the 
field of view has a second camera, the second camera sees the third. The cameras are arranged 
in such a way as to form a circle. 
 
Below each camera mounted on a pole, an infrared lamp was installed to ensure better 
visibility for the camera at night. 
 
The trenches were carefully dug and cables were laid in appropriate security pipes. 
 
The appropriate cables were led out and connected to cameras and CCTV cabinet, after 
installing all components inside the CCTV cabinet, it was secured. 
 









3.2. Supervision and monitoring optimization by 
student in the EZStation software 
 
EZStation is the video management software helping supervise and monitor the operations of 
cameras on the photovoltaic farm. It is an Uniview’s proprietary software, so the full 
compatibility between hardware and software is guaranteed. 
 
All the solar farms have been added to the database in the programme and optimized. Each 
solar farm has its own name and access code by having its own IP addressing, on the 
following images we can see Nuna fotovoltaic farm. The image view from each camera was 




























EZStation software is personalized and dedicated to particular areas of observation. In the 
Image below we see the operating window for Nuna photovoltaic farm. 
 
 




Here we observe Images for all cameras for Nuna solar farm. Since there are more than 9 
cameras, we need a second screen to show the last ones.  
 
 
Image 66: View from all cameras installed for the Nuna photovoltaic farm – part1. [own 
screenshot] 







Image 67: View from all cameras installed for the Nuna photovoltaic farm – part2. [own 
screenshot] 
 
EZStation allows us to make a zoom view to have more detailed resolution, as shown next. 
 
 











3.3. Video analytics and FLIR System 
 
When the technology was not as developed as at present time, the CCTV systems in general 
used to work under the simple observation of the screen monitoring. Nowadays, as described 
in [6], Video analytics is now the Big Focus in CCTV Surveillance, even more if we must 
control so many installations at once in real time.  
 
The advantages are clear: Time and money savings because less video information is sent 
over the network, reducing network load and storage needs, and higher efficiency because we 
can count with different scenario patterns depending on weather conditions, height of 
vegetation, existing local fauna, etc. 
 
I+D Energías works, for the CCTV Video analytics, by using a software developed by the 
manufacturer Flir [7], that can be used for own Flir devices and also compatible ones from 
other manufacturers, as Uniview, the one used for these projects in Poland.  
 
As shown in Image 69, Flir’s Video analytics System works under a web browser, given that 
the cameras are IP-based technology. At left-hand menu, we can select the different 




Image 69: Flir’s Video analytics System with the changing parameters: Depth, Rules, 
Responses and Scheduled Actions. [own screenshot] 
 
 
As described in [7], these patterns establish the usual scenarios for potential intruders: height 
(an animal should not be detected as a human), trajectory run by the potential intruder (a 
person would cross the fence and walk in a straight way), and behaviour (probably trying to 




be hidden from the cameras by the structures, whilst an animal would not behave this way), 
etc.  
 
3.3.1. Student work for Video analytics and FLIR 
System 
 
FLIR software is another program that was used to supervise and monitor a solar farm. Safety 
and protection of such an expensive and modern investment as a solar farm is the supreme 
value for the company. That is why reliable and precise Uniview cameras were installed and 
the Video analytics system was implemented. 
 
Each camera has been optimized using FLIR software for even better protection and increased 
system productivity. Attention was paid to weather conditions prevailing in a given climate 
zone, and based on this an analysis was carried out. 
 
A very important factor was the analysis of fauna and flora occurring in a given region, 
because all these factors affect the image that the camera eye perceives. This can cause false 
alarms, weaken the control system, and eventually lead to the unnoticed intrusion of the thief 
into the solar farm. Which can result in farm destruction or theft of expensive installations. 
 
In fear of this, each camera has been checked and programmed to work as well as possible. 
Camera parameters have been set to exclude false alarms, e.g. movement around the solar 
farm area of small rodents such as mice. 
 
In winter and during heavy rainfall, when puddles appear, the camera image can be illegible 
or even completely invisible, by the reflection of sunlight from the surface of snow or puddle, 
towards the camera eye. To prevent such situations, we have reduced the camera's sensitivity 











Image 70: Screenshot of Analytics Configuring: [own screenshot] 
 
It is not the objective of this thesis to deepen the different configurable rules of video 
analytics, but to show the reader that a large number of configurable parameters are available. 
We can highlight the following ones: 
 
- Depth tab enables CCTV system administrator define the perspective of the scene being 
monitored (3D view). Depth can be calibrated automatically or manually. Image 70 (a) 
shows the definition of a multi-segment fence. 
 
- Detection rules are a combination of one or more conditions that must be met in order 
to register an intruder detection (and therefore, an alarm is generated), whilst a friendly 
or non-intruder detection would not generate any kind of alarm. Detection rules in a 
defined region include: Region entrance, Loitering, Tripwire Crossover, Fence 
Trespassing, Stopped Vehicle and Object Removal. Image 70 (c) to (g) shows different 
situations of intruder and non-intruder’s detection. 
 
- Responses and Sched. Actions screens are similar, and they include the following 
elements: Triggering Events (Definition of the type of event which will start the 
automatic response), Actions (Definition of the actions to be performed on the 
occurrence of a triggering event), and Schedule (When configuring automatic responses, 
this option enables CCTV system administrator to define when to monitor for the 
triggering event occurrence).  
 
 





Image 71: Definition of intrusion area (a) and intruder’s height (b) in Flir’s Video 
analytics System. Human (red) and Animal detection (green) (c). Vehicle detection (d). 
Non-intruder (left, green) and Intruder detection (right, red) (e). Non-intruder, walking 
outside the fence (green) (f). Object movement (gate being swung by the wind) (green) (g). 
Source: I+D Energías’s proprietary production. 
 
We want to show not only the complexity of the video analytics system (with a very extensive 
number of rules to be defined for each scenario), but also the need to make an effective and 
dynamics re-configuring of these rules, not only to fine-tune the system effectiveness, but also 
to make it adaptive to the numerous context variations. 
 
In this way, a high vegetation or tree crowns, linked to a homogeneous wind speed, may be 
understood by Video analytics as a straight trajectory run by an intruder (equivalent height), 
creating a fake alarm. Besides, if the terrain is wet or snowed, the cameras may receive 
reflections since the terrain can act as a mirror, creating also fake alarms. And at night, for a 
more efficient operation of the system at night we use special lamps with infrared light and 
ordinary lamps with white light, whose operating times can only be set according to our 
preferences. But the appearance of night insects flying around the lamp may also create fake 
alarms into the camera because they act as light scatterers. 
 
In conclusion, thanks to Video analytics and Flir’s software we can dynamically control the 
parameters of cameras and sensors from every corner of the world. As described, we can 
adapt them to the different patterns, to reduce the number fake alarms. But these patterns and 
parameters must be set manually by a CCTV operator or administrator because, with the 
existing technology, the human criteria is the only way to have a clear idea of what must be 
changed. 
 
In this sense, it is very important to emphasize the fact that changing one camera parameter 
requires mouse moving, clicking many buttons, opening or the closing of the different screens 
and takes a lot of time, even more for a scattered PV generator composed of 43 or 66 solar 
farms. So, what happens if a lot of parameters must be changed, after the observation and 
decision made by the operator, with a lag of about 800 ms? Flir’s software management can 
be eternal for the operator with such a high latency time. So, at the end, these patterns are very 
rarely remotely changed if we run under Satellite Systems, and therefore the power and 
effectiveness of Video analytics is reduced because of lag time of Satellite option. Once 
again, it is important to emphasize that we must control quite a lot of solar farms at once in 
real time. 





3.3.2. Bulleted conclusions list for Video analytics 
and FLIR System 
 
The reliable and precise Uniview cameras were installed and the Video analytics system was 
implemented. Each camera has been checked and programmed to work as well as possible. 
 
Cameras have been optimized using FLIR software for even better protection and increased 
system productivity. Attention was paid to weather conditions prevailing in a given climate 
zone, and based on this an analysis was carried out. 
 








4. GATEWAY TO THE INTERNET 
 
4.1. 4G Network in Poland 
 
In parallel with the evolution of solar photovoltaics, is also a fact that the 4G network in 
Poland has experienced a spectacular growth for what concerns to rural areas (where the solar 
farms are installed), making possible a global solution for the vast majority of Polish territory 
[8]. 
Image 72 shows the 4G coverage map for the operator Play, the one with a more complete 
one, in September 2019. 
 
 
Image 72: Map of 4G network coverage for Play operator in Poland. Source: [9] 
 
4G network, in case of a proper coverage, can be a good option for the communication needs 
of the solar farms, because they need a good, fast and reliable network connectivity to control 
and monitor CCTV Images, production control, atmospheric changes (through the weather 
station that is also installed to monitor weather parameters), security systems and in general 
all the data needed for the operation of a solar farm. 




The problem is that, during the construction of the first solar farms of Energija portfolio, at 
the second quarter of 2018, 4G network quality on these sites was still poor, and in some 
cases even non-existent, so 4G option was dismissed for this portfolio and I+D Energías had 
to choose a Ka-satellite communication system, as described at the next part of this thesis. 
 
 
4.2. Student work for Energija Dossier: Global 
Satellite Solution 
 
The satellite signal for the location of a given solar farm was analysed in order to select the 
most optimal solution for communicational needs on the farm. After research, it was decided 
which satellite antenna (dish) would be the best solution. 
 
The next step was to assemble the antenna and place it on the roof of the transformer station. 
It was very important to properly point the antenna towards the satellite, at the right angle. 
 
Finally, the rack and the antenna were connected to the satellite modem located in the 
monitoring cabinet in Trafo station. 
 
 
Image 73: Software screenshot with latency results for satellite [own screenshot] 
 
 
This Ka-satellite communication system, is composed of Satellite Antenna + LNB, Satellite 
Modem, Uninterruptible Power Supply and Router, as shown in Images 74 and 76. Its 
provider is Skylogic, a company belonging to the European carrier Eutelsat 
 





Image 74: Satellite Modem and Router already connected to the monitoring cabinet, inside 
transformer station. [own photo] 
 









Image 76: Satelite antenna with rack and cabling. [own photo] 
 




Satellite solutions are universal, but unfortunately quite expensive and they have a high 
latency time that comes to be around 800 ms and even above. The transmission speed is very 
asymmetrical depending on the direction: 30 Mb/s for the downlink (reduced to 0.5 Mb/s 
when the 25 GB monthly quota is consumed) and 3 Mb/s for the uplink. 
 
Concerning lag time, for a continuous data flow in one direction, mainly the uplink because 
the information is sent from the solar farm to the remote controlling user and not reverse, this 
is not a problem (the information just reaches the destination 800 ms later), but if we need to 
remotely interact with the communication systems, as explained in next chapter, the lag times 
make the procedure very ineffective and tiresome. This effect is even worse when we need to 
control a lot of scattered installations, as it happens at these project portfolios developed in 
Poland. In fact, every 1 MW solar farm must count with its own communication system, 
making the remote control more difficult than for a non-scattered PV generator, as it can be a 
single solar farm, on the order of several tens of megawatts, but with a single communications 
system to control it entirely. 
 
Another advantage of satellite systems with respect of 4G option is that satellite is in fact a 
dedicated link (point-to-point solution), with no usual competence with more users that can be 
suddenly present in the area of the corresponding base station, competing for the available 
channels and their bandwidth.  
 
4.2.1. Bulleted conclusions list for Energija 
Dossier: Global Satellite Solution 
 
The satellite signal for the location of a given solar farm was  analysed in order to select the 
most optimal solution for communicational needs on the farm.  
 
The satellite antenna (dish) have been assembled, installed and placed on the roof of the 
transformer station. It was very important to properly orient the antenna towards the satellite, 
at the right angle. 
 
The rack and the antenna were connected to the satellite modem located in the monitoring 




4.3. Student work for Lords Dossier: Migration 
to 4G 
 
As mentioned earlier, in Poland, connectivity via 4G network has improved significantly and 
began to meet the communicational needs for solar farms, which is why the latest Lords 
Project Dossier decided to transfer all responsibility for connectivity to 4G networks. 
 
However, for each region in Poland, the intensity of the 4G network is different and not 
always sufficient, which is why the quality of 4G network coverage has been checked for 
each project. 
 




If the 4G signal was sufficient, the target solution for Lords Projects was implemented. A 4G 
network router was installed and installed, the receiver was configured with the network and 
the system was checked. 
 
To amplify the 4G signal, a 10-dBi Mikrotik antenna directive was installed. 
 
However, if even after the Mikrotik antenna was mounted, the 4G network signal was 
insufficient, unfortunately it was necessary to test for satellite connectivity and mount the 
satellite antenna. But this option is the final solution. 
 
 
Image 77: Software screenshot with latency results for 4G. [own screenshot] 
 
 
To increase the efficiency of the Video analytics, and to enable the system operator to change 
its patterns and parameters, we must quit satellite option for communications. We must 
therefore try 4G system. 
 
When Lords dossier started in July 2019, several field tests were made in order to verify if 4G 
option was suitable. The results were quite satisfactory and the solar farms belonging to this 
dossier are running on a highly directive 4G Mikrotik antenna, model SXT-2 10dbi, 60 
degree, integrated AP/Backbone/CPE, dual chain, Gigabit Ethernet (Image 78) [10], with a 
SIM card, instead of a satellite system. 
 
From the economic and technical points of view, 4G is a cheaper solution with a tiny lag time. 
However, if there are many network users in the coverage area, the range may drop to 3G or 
even 2G, and even the signal can be completely lost. This phenomenon can have a negative 
impact on the functioning of all systems on the farm, responsible for its proper functioning.  
 





Image 78: 10-dBi directive Mikrotik antenna to increase. [own photo] 
 
 
It is important to highlight that a few Lords projects are running on satellite, because we 
cannot find a correct 4G network coverage alternative with any Polish 4G operator. But this 
can be considered the least bad option, since it can never be as tiresome as running all the 
projects under satellite link. 
 
 
4.3.1. Bulleted conclusions list for Lords 
Dossier: Migration to 4G 
 
The quality of 4G network coverage has been checked for each project. 
 
If the 4G signal was sufficient, the target solution for Lords Projects was implemented. A 4G 
network router has been installed, the receiver has been configured with the network and the 
system has been checked. 
 
To amplify the 4G signal, a 10-dbi Mikrotik antenna directive has been installed. 
 








4.4. Comparison of costs and speed rates and 
student observations 
 
Comparing satellite and 4G systems costs we can check at Table 1 that in the case of satellite, 
the initial cost is 500 € per device, and the monthly fee for a 25 GB quota is 60 €. 4G-based 
technology costs are really much smaller. The cost of one antenna is 75 €, and monthly fee for 
an unlimited quota is 25 € per month.  
 
Comparison of costs and speed rates (average of several tests) 
for 4G and Ka-satellite technologies 
Communications type 4G Ka-satellite 
Initial cost for device 75 € 500 € 
Monthly fee 25 € 60 € 
Monthly high-speed 
quota 
Unlimited 25 GB 
Download rate 25 Mbps 30 Mbps 
Upload rate 5 Mbps 3 Mbps 
Lag time 
(Typical value) 
20 ms 800 ms 
Image 79: Table with comparison of the cost and speed rates for 4G and Ka-satellite 
technologies used for monitoring needs for photovoltaic farm in Poland. 
 
The transmission speed rates for Ka-satellite system are 30 Mbps for downlink and 3 Mbps 
for uplink (the direction in which the majority of the information is sent, because the solar 
farm is sending much more information than the one received). For 4G system, the results 
obtained after running speed tests at the different locations are better for our main purpose 
(around 5 Mbps for uplink). 
 




In both cases, rates are certainly sufficient to monitor and control solar farms with the sole 
and important exception of lag time and its negative effects for the real-time remote video 
analytics controlling, as explained in previous chapters. 
 
 
4.5. Conclusion for Gateway to the Internet.  
 
The 4G networks are exponentially becoming more and more efficient, for which relying on 
them for monitoring communication systems in rural area locations (as it happens in our case 
with solar farms) at the expense of Ka satellite systems will be much more usual 
progressively, also depending on local conditions and the speed and coverage growth of 4G 
operators. In the case of Poland, the signal has become stronger and more stable, and the 
connectivity has a larger range, which covers almost the entire country. 
 
In addition, as checked on site from our user’s experience, 4G networks are cheaper to install 
and maintain than satellite systems and their exponential growth is very positive for the 
effective monitoring of scattered PV generators, a key factor for the distributed production. 
This is an advantageous option, not only from the cost-saving because of the lower transport 
losses but also because distributed systems have the potential to supply electricity during grid 
outages resulting from extreme weather or other emergency situations, reducing blackouts or 
the adverse effects of terrorism. [11] 
 
However, satellite systems can also work in conjunction with 4G networks, where we can 
divide the transmitted information for a specific system, e.g. the 4G network can be 
responsible for the data collected from video cameras, and the satellite system is responsible 
for other data with no need of interaction, as production control or weather station. Another 
variant of the solution is to use satellite systems only as backup data, whilst 4G can be mainly 




























The table below contains the set of parameters for technologies of various networks. 
 
Set of parameters for the different existing technologies of 










Real needs of PV 
farm system 
128 kbps 10 Mbps 




Satellite 20 Mbps 6 Mbps 600 ms 





50+ Mbps 20 ms 
4G (LTE CAT 4) 150 Mbps 50 Mbps 40 ms 
3G (DC-HSPA+) 42.2 Mbps 8 Mbps 100-500 ms 
2G (EDGE) 300 kbps 100 kbps 
300-1000 
ms 
Image 80: Table with comparison of the parameters for different network technologies. 
(1) Lab conditions: Maximum available resources, optimal environment. 
 
Image 80 [12, 13] does not include information about the future 6th Generation of Mobile 
Wireless Communications, given that the joint of telecommunications standard development 
organizations (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC), to produce the Reports and 
Specifications from 3G and beyond, also known as 3GPP (3rd Generation Partnership Project) 
[14] has not defined yet the 6G standard, as well as its specifications, capabilities and 
timelines. 
 
Comparing the two systems in terms of security, we can conclude that the satellite system is 
much more secure than 4G networks, because its point-to-point beam makes difficult that 
other indirect relays could hack or steal private information. Moreover, satellite systems do 
not introduce a sporadic presence of users with mobile devices that may appear and suddenly 
consume 4G resources in a certain area. 
 
And of course, a very important advantage from 4G networks is the reduced lag time, 
enabling an easy remote interaction from a system supervisor, mainly to control video 
analytics in a dynamic way. In fact, I+D Energías will be also migrating existing Energija 
installations from satellite to 4G during the following months, precisely because of this 
reason. 






Thanks to several months of work at I+D Energias, I was able to learn about the construction 
process of solar farms in Poland. I had the opportunity to work with wonderful people on 
various issues related to solar farm. We have introduced optimization of farm monitoring 
systems, which reduces costs and improves the quality of systems. 
 
For monitoring system in Energias dossier all the inverters are together, attached to the 
transformer station wall, so first solution: we can make the routing between SCB and inverter 
in DC, this solution is cheaper, because we use 2 unipolar aluminium cables instead of a 
multipolar one. The second solution is to use a simple FTP cable to create a modbus 
connection with no losses risk because there are very few cm between inverter and inverter. 
 
In Lords dossier for monitoring system we use string inverters attached to the structures, so 
we avoid using SCBs. Moreover, Huawei’s string inverters use different working points, so 
we optimise the system performance because we connect strings with same tilt angle and 
height for a single working point. Furthermore, we use PLC connection so we avoid the 
Modbus infrastructure, and we can work with AC cable between inverter and transformer 
station. 
 
When considering a CCTV system, using video analytics is a useful way to avoid making 
active video surveillance (classical system) with continuous and periodical direct observation. 
Just one fibre optics connection is needed to make the link between main cabinet and 
AC3CON. The rest of the connections are done through FTP cable, cheaper than fiber optics 
and it also fulfils technical features for our purposes. 
 
Taking in to consideration Internet Gateway, switching from satellite to 4G option is better 
from lag reduction (especially useful for remote interaction) and also from economical point 
of view. 
 
Tasks, solutions to problems that have been undertaken in this thesis, experience, skills and 























TASK COMPLETED ADVANTAGES 
String Combiner Boxes have been configured 
and installed for each solar panel string and 
connected with the Sungrow inverter.  
The monitoring box have been connected and 
optimized. 
Knowledge and skills were acquired about 
the construction and operation of the entire 
system on a photovoltaic farm. Experience in 
working on photovoltaic farm projects has 
been gained. 
 
String Inverters and PLC connection for 
Lords architecture: Modern Huawei Inverters 
were introduced. The Programmable Logic 
Controller (PLC) has been implemented. 
Special additional protection of cables and 
connections between them against UV 
radiation and weather conditions was 
invented and implemented. 
Knowledge was gained about the work of 
Huawei inverters and the entire system on a 
solar farm. 
The solution for Lords Dossier is more 
expensive, but thanks to the robust solution, it 
is much more durable and safer, because 
there are no hand-made fuses.  
 
Implementation and optimization of the 
Weather Station. 
Knowledge and skills were acquired about 
the construction and operation of a weather 
station. 
This allows you to monitor the weather 
conditions prevailing on the solar farm. 
The technical analysis of the inverter 
productivity, the weather station and the 
weather forecast, the power obtained by 
photovoltaic panels, the irradiation for solar 
farm, the ambient temperature and the panel 
temperature, the wind speed, was carried out 
using the SCADA program. 
We control all factors and data on an ongoing 
basis, and by analyzing the data on the charts, 
we can react immediately if the data is not as 
expected. 
Construction, optimization and run the CCTV 
system. In these projects 2 concentration 
points were used, which collect the image 
from other cameras (by FTP cables) located 
near these points. However, the combination 
of these 2 concentration points was made of 
fiber optic. An infrared lamp was installed to 
ensure better visibility for the camera at 
night. 
Knowledge and skills were gained about the 
operation of the CCTV system, connections 
between cameras, and problems associated 
with the image of the camera. 
Thanks to the solution we have used in these 
projects, we can collect data from cameras 
without loss of information. 
Supervision and monitoring optimization by 
the EZStation software.  
Video analytics and FLIR System.  
Knowledge and skills were acquired about 
the cameras’ work.  
It helps supervising and monitoring the 
operations of cameras on the photovoltaic 
farm and protect all solar farm. 
Global satellite solution: the satellite signal 
was analysed, the satellite antenna was 
chosen and mounted. 
Knowledge and skills have been acquired 
about the implementation of satellite 
connections. 
4G network router was installed and installed, 
the receiver was configured with the network 
and the system was checked, the Mikrotik 
antenna was mounted. The 4G network 
connectivity test was carried out. 
Knowledge and skills have been acquired 
about the implementation of 4G network 
connections. The 4G signal has increased. 
Image 81: Table with the final conclusion. 




Simultaneously with the process of writing the engineering thesis, a scientific article was 
created. It is titled ‘Positive effects of the migration from Ka-band satellite to 4G solution for 
the communication needs of a scattered set of 1 MW solar farms in Poland: a user’s 
experience’.  
 
The article is the result of international cooperation of student and scientists from Spain and 
Poland. The authors of the text are: Witold Bąk, Enrique Tébar PhD, Luis Hurtado, Zbigniew 
Kulesza M.Sc. Eng. and Prof. Andrzej Napieralski. Their CVs are available at Annex 3. 
 
This paper contains a concise overview of the deployment of scattered solar power plants in 
Poland, mainly from the perspective of their communication networks, and how the recent 
development of the Polish 4G networks has a very positive impact for the performance of the 
whole monitoring system (production control and video-surveillance), with a special emphasis 
on video-analytics, due to its higher bandwidth demand. 
 
The article is already finished and is waiting for publication in INTERNATIONAL 
JOURNAL OF MICROELECTRONICS AND "COMPUTER SCIENCE". 
 
We can notice synergies between the content of the entire article and thesis, especially in 
chapter 4 on the gateway to the internet. The global screenshot of the paper is presented on 
Image 82. 
 





Image 82: Article. [own screenshot] 
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700 Series 10/100 Base-TX, 8-pin RJ-45 x 1, (Auto-negotiating, Auto-MDI/MDIX, LED indicator) 
2200 Series 2-Port 10/100 Base-TX Ethernet Switch with LAN Bypass, RJ-45 x 2 (Auto-negotiating, Auto-MDI/MDIX, LED indicator)
PoE IEEE 802.3af, Class 1




2 × RS-485 3 × RS-485 1 × RS-232 or RS-422/485 1 × RS-485 1 × RS-232
1 × RS-485 
2 × RS-232
Self-Tuner – Yes, automatic RS-485 direction control
Power Isolation 1000 VDC for tDS-722i/ 732i /718i-D only
Signal Isolation 3000 VDC for tDS-712i/ 715i/ 725i/ 735i/ 718i /724i /734i only
ESD Protection +/-4 kV 
COM Port Capability (16C550 or compatible UART)
Baud Rate 115200 bps Max.
Data Bit 5, 6, 7, 8
Parity None, Odd, Even, Mark, Space
Stop Bit 1, 2
Power
Power Input IEEE 802.3af, Class 1 for PoE+12 ~ 48 VDC for DC Jack
Power Consumption 0.07 A @ 24 VDC
Mechanical
Connector
700 Series Male DB-9 x 1 10-pin Removable Terminal Block x 1 Male DB-9 x 1 10-pin Removable Terminal Block x 1
2200 Series 5-pin Removable Terminal Block x 3
Dimensions 
(W x H x D) 
700 Series 52 mm x 95 mm x 27 mm (tDS-712: 52 mm x 90 mm x 27 mm) (tDSM-712: 75 mm x 83 mm x 24 mm)
2200 Series 90mm x 110mm x 33mm (without connectors)
Installation DIN-Rail mounting
Case Metal for tDSM-712; Plastic for others.
Environment
Operating Temperature -25 °C ~ +75 °C
Storage Temperature -30 °C ~ +80 °C





Tiny Serial-to-Ethernet Device Server & Modbus Gateway
      ICP DAS CO., LTD. Professional Provider of High Quality Industrial Computer Products and Data Acquisition Systems             Vol. ICNP 2.2.00
Non-Isolated Isolated 2-port Ethernet Switch Serial Device Server: Includes one CA-002 cable.
tDS-712 CR tDS-712i CR tDS-2212 Tiny Device Server with PoE and 1 RS-232 Port (RoHS)
tDS-722 CR tDS-722i CR - Tiny Device Server with PoE and 2 RS-232 Ports (RoHS)
tDS-732 CR tDS-732i CR - Tiny Device Server with PoE and 3 RS-232 Ports (RoHS)
tDS-715 CR tDS-715i CR tDS-2215 Tiny Device Server with PoE and 1 RS-422/485 Port (RoHS)
tDS-725 CR tDS-725i CR tDS-2225 Tiny Device Server with PoE and 2 RS-485 Ports (RoHS)
tDS-735 CR tDS-735i CR tDS-2235 Tiny Device Server with PoE and 3 RS-485 Ports (RoHS)
tDS-718 CR tDS-718i CRtDS-718i-D CR tDS-2218
Tiny Device Server with PoE and 1 RS-232/422/485 Port (RoHS)
(10-pin Terminal Block Conntecor for tDS-718/718i, Male DB-9 Conntecor for tDS-718i-D )
tDS-724 CR tDS-724i CR - Tiny Device Server with PoE, 1 RS-485 and 1 RS-232 Ports (RoHS)
tDS-734 CR tDS-734i CR - Tiny Device Server with PoE, 1 RS-485 and 2 RS-232 Ports (RoHS)
tDSM-712 CR - - Tiny Device Server with PoE and 1 RS-232 Port (Metal case, RoHS)
Note:  Available soon
Left Side View Front View Right Side View Bottom View
Top View
Rear View
Left Side View Front View Right Side View Bottom View
Top View
Left Side View Front View Right Side View Rear View
tDS-715(i)/718(i)/722(i)/725(i)/732(i)/735(i)/724(i)/734(i) 
tDS-712/712i/718i-D
CA-002 DC connector to 2-wire power cable, 0.3 M
CA-0915 Male DB-9 to Female DB-9 Cable, 1.5 m
CA-0910F Female DB-9 to Female DB-9 Cable, 1.0 m
CA-0910N DB-9 Female-Female 3-wire Null Modem Cable, 1M
CA-PC09F DB-9 Female Connector with Plastic Cover
FRA05-S12-SU CR 12V/0.58A (max.) Power Supply (RoHS, for tDS/tGW-700)
DIN-KA52F CR 24V/1.04A, 25 W Power Supply with DIN-Rail Mounting (RoHS, for NS-205 and NS-205PSE-24V)
DIN-KA52F-48 CR 48V/0.52A, 25 W Power Supply with DIN-Rail Mounting (RoHS, for NS-205PSE)
NS-205PSE CR Unmanaged Ethernet Switch with 4 PoE Ports and 1 RJ-45 Uplink (RoHS)
NS-205PSE-24V CR Unmanaged 5-port 10/100 Mbps PoE (PSE) Ethernet Switch; 24 VDC Input (RoHS)
tDS-712i/718i-D tDS-712 




Table 1. Technical parameters
Parameter Value 
Box size, mm 210 x 85 x 58 
Box weight, g 420 
Power supply voltage,VDC 12 or 24 (depends on the model)  
Maximum current consumption at 12VDC 
(when all relays are ON), mA 
600 
Maximum current consumption at 24VDC 
(when all relays are ON), mA 
400 
Operating temperature,  0 to 70 
Relays maximum switchable current / 
voltage 
10A / 250VAC, 15A / 120VAC, 10A / 
28VDC 
smartDEN IP-WatchDog User Manual 
06 Aug 2017
-8- 
4. Connectors, ports and led indicators
Bellow is shown a picture with the device connectors, ports and led indicators. 
Figure 4. Device overview 
5. Installation
This device must be installed by qualified personnel;
This device must not be installed directly outdoors;
Installation consists of mounting the device, connecting to an IP network,
connecting the relays, providing power and configuring via a web browser.




Figure 6. smartDEN IP-WatchDog power supply 
Depending on the selected model during purchase the power supply source for 
smartDEN IP-WatchDog must be with voltage either 12VDC or  24VDC stabilized 
and filtered. After power on, the power led must be on and Led1 indicator must start 
blinking in 5 seconds which means the controller is running normally. 
Figure 7. Connecting a LAN cable 
Please keep the polarity and supply voltage range! 
smartDEN IP-WatchDog does not accept AC supply voltage. It is highly 
recommended to check the power supply source parameters before supply 
the module. 
The power supply equipment shall be resistant to short circuit and 
overload in secondary circuit. 
When in use, do not place the equipment so that it is difficult to disconnect 
the device from the power supply. 
  smartDEN IP-WatchDog User Manual 




5.3. Connection with the monitored device 
smartDEN IP-WatchDog has 16 SPDT relays channels with parameters specified 
in the technical parameters section. Every relay channel has normally open (NO) and 
normally closed (NC) contacts connected directly to the terminals. Please refer to 
Appendix 1 for settings. 
5.3.1. In parallel of the device "Reset" button 
 
Figure 8. Connection with "Reset" button 
5.3.2. In parallel of the device "Power ON/OFF" button 
 
Figure 9. Connection with "Power" button 
5.3.3. In sequence of the device power supply cable 
 
Figure 10. Connection with ip camera power supply 
smartDEN IP-WatchDog User Manual 
06 Aug 2017
-12- 
Figure 11. Connection with router power supply
Figure 12. Connection with computer power supply




smartDEN IP-WatchDog supports AUTO-MDIX so either  "crossover" or "straight-
through" network cable can be used. 
Figure 13. Connecting smartDEN IP-WatchDog to a computer directly. This is 
the recommend initial connection. 
Figure 14. Connecting smartDEN IP-WatchDog to a wireless router. 
2Overview
Ubiquiti Networks introduces the 
EdgeRouter X, part of the EdgeMAX® 
carrier-class reliability with excellent 
price-to-performance value in an 
ultra-compact form factor.
PoE Versatility
Two models of the EdgeRouter X are 
available. The standard model, the 
ER-X, can be powered by an external 
power adapter or 24V passive PoE 
input. A passive PoE passthrough 
option¹ is available to support a single 
airMAX® device².
The SFP model, the ER-X-SFP, is 
powered by an external power 
support 24V passive PoE output for 
airMAX or UniFi® devices, while its SFP 
support backhaul applications.
Powered by a proprietary and 
intuitive graphical interface, EdgeOS®, 
every EdgeRouter X can easily be 
and management features required 
advanced network professionals, an 
integrated CLI is available for quick 
and direct access using familiar 
commands.
¹ Requires 24V passive PoE or a 12W minimum power 





ComputerUniFi AP AC LRPoE Adapter
NanoBeam 
NBE-5AC-Gen2
Example of a CPE Deployment for the ER-X
Powered by 24V passive PoE, the ER-X provides data with 24V passive PoE to the 
Internet
®
Area 1 Area 2
Internet
Area 0
Site A Site B
3The EdgeRouter X provides a graphical 
user interface designed for convenient 
setup and control. 
Accessed via a network port and web 
browser, the user-friendly interface 
provides intuitive management with 
a virtual view of the ports, displaying 
physical connectivity, speed, 
The Dashboard displays detailed 
statistics: IP information, MTU, 
transmit and receive speeds, and 
status for each physical and virtual 
interface.
EdgeOS is a sophisticated operating 
system with robust features, including:
 VLAN interfaces for network 
segmentation 
 Static routes and support of routing 
 Firewall policies and NAT rules
 DHCP services
 Quality of Service (QoS)
 Network administration and 
monitoring tools
 Administrator and operator 
accounts
 Comprehensive IPv6 support
features the following:
 
monitoring of all advanced features
 Direct access to standard Linux tools 
and shell commands
 CLI access through SSH, Telnet, and 
the graphical user interface
www.bsicomputer.com
































9. ANNEX 2: Meteo Box Datasheets 



















Linux 3.19 or higher
RTC, 240 byte SRAM, Wath Dog Timer







4x DI (VIL 0..1 VDC, VIH 2.05..30 VDC) + optoisolation 2.5kV
4x DO (0..30V), max. power eciency: 500 mA + optoisolation 2.5kV
2x AI - range 0..10V DC (18bit resolution) + optoisolation 2.5kV
1x 1-Wire 5VDC + optoisolation 2.5kV
1x mBus Master, max. 3 SLAVE devices + optoisolation 2.5kV
or 1x RS-232
10 ~ 30 V DC, 1000 mA + 6V DC battery
PARAMETRY MECHANICZNE
127 x 75 x 91 mm
300g
Aluminium, DIN bus instalation 
1x external USB 2.0 (host)
Wi-Fi (IEEE 802.11 b/g/n,  speed up to 150 Mbps, 64/128-bit WEP, WPA, and WPA2)
3G/LTE modem, GPS module, Bluetooth, I/O Module:
8x digital input (DI) or 8x digital output (DO), 4x relay output (RO)
1x RJ45 (Ethernet)
2x monostable switch button
2x16 pin screw terminal
1x USB 2.0 typ A
1x2 pin power supply
1x2 pin battery
1x SIM card slot
www.techbase.eu e-mail: info@techbase.eu tel. +48 58 302 39 90 ver: 1606071018
TECHBASE Group Sp. z o.o., ul. Pana Tadeusza 14, 80-123 Gdańsk
Technical specification
ETHERNET INTERFACE
1x Ethernet 10/100 Mbps (RJ45 connector)







OPERATING AND STORAGE CONDITIONS
0 ~ 70°C, humidity: 5 ~ 95% RH (no condensation)
Extended operating temperature: -25 ~ 80°C, humidity 5 ~ 95% RH (no condensation)*
AVAILABLE EXPANSION CARDS/MODULES
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AC/DC power feeder, input 100-240V AC, output 12V DC 1000mA, cable endings in tube terminals
DN-20-24
DIN bus power feeder, output 24V DC 24W, input 88..264 V AC or 124..370 V DC
1-WIRE SENSORS
ANT-GSM-1M
GSM antenna with frequency 824-960MHz/1710-1910MHZ/1920-2170MHz
ADA-0086-L
Screw-in angular antenna, SMA, 900/1800 MHz
1Wire-Therm-Stainless
Digital temperature sensor in steel housing
1Wire-Therm-ABS
Digital temperature sensor closed in ABS plastic housing
M-BUS CONVERTERS
mBus 10
The mBus 10 is a transparent converter from RS-232 to M-Bus interface. 
mBus 400
The mBus 400 is a transparent converter from RS-232 to M-Bus interface. You can connect 4 RS-232 signal 
lines - RxD, TxD, CTS, RTS.
* option
*
2 .  A n e m o m e t e r  d a t a s h e e t s .

Spektron irradiation sensors
The Spektron 210 and 320 are silicon sensors used for
measuring the solar irradiation. The Spektron 210 pro-
vides a voltage proportionally to the intensity of the
solar irradiation. The Spektron 320 has an integrated
amplifier. Therefore the sensor signal is amplified and
output as a norm signal. The output signal ranges from
0 to 10 V, 0 to 3.125 V, 0 to 150mV, and 4 to 20mA at 0
to 1500 W/m².
Range of application
n Output and operational check of thermal and pho-
tovoltaic solar plants
n Controlling of shading equipment on buildings
n Instruction and training
n Sensor for control systems
Ease of use
The Spektron can be connected directly to a voltmeter
or a datalogger. The voltagemeasuredby the Spektron
210 can be converted into the unit of irradiation
(W/m²), using the calibration value imprinted on the
sensor.
Robust casing
The Spektron can be used irrespective of the weather
conditions and under any angle of inclination.
Spektron 210: The 2-core extension cable is UV-resistant. All
Spektron devices are calibrated beneath a sun light simula-
tor against a reference sensor, which has been calibrated by
the Fraunhofer ISE.
The Spektron 320 can output up to four different norm
signals, due to its integrated circuit board. This board has
to be powered with 5 to 30 V DC or 12 to 30 V DC.
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3. Calibrated cells.
Art. No. 0802183 0802259
Model Spektron 210 Spektron 320
Measuring range 0 - 1500 W/m² 0 - 1500 W/m²
Sensor type Monocrystalline cell (13 mm / 33 mm) Monocrystalline cell (33 mm / 40 mm)
Sensor accuracy ±5 % annual mean ±5 % annual mean
Outlet Approx. 75 mV at 1000 W/m² 4 - 20 mA or 0 - 10 V or 0 - 3.125 V or 0 - 150 mV
Calibration Sun Simulator Solar Constant 1200 with reference sensor
calibrated by the ISE
Sun Simulator Solar Constant 1200 with reference sensor
calibrated by the ISE
Design of the sensor Measuring cell laminated in novaflon and EH foil Measuring cell enclosed in glass
Supply voltage - 5 - 30 V DC (at output signal ranges 0 - 3.125 V, 0 - 150 mV, 4 -
20 mA) or 12 - 30 V DC (at output signal ranges 0 - 10 V, 0 -
3.125 V, 0 - 150 mV, 4 - 20 mA)
Power consumption - Approx. 30 mW
Casing Z-profiled aluminium plate, connection encapsulated Polycarbonate, UV-resistant, with PG screw joint and pressure
differential valve
Protection mode IP65 IP65
Connection Cable 3 m, 2 x 1.0 mm² Connection terminals, 1.5 mm²
Mounting 6 mm drill hole to be fixed with screws Mounting with drill hole to be fixed with a screw
Dimensions (L / W / H) 118 mm / 50 mm / 44 mm 150 mm / 80 mm / 60 mm
Weight 250 g (incl. cable) 300 g
Warranty 2 years 2 years
Norms CE mark CE mark
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T h e  N e t h e r l a n d s        •        F r a n c e       • U n i t e d  S t a t e s  o f  A m e r i c a • S i n g a p o r e
ISO 9060 Secondary Standard pyranometer
No change of desiccant for 10 years
Smart, more than just digital
RS-485 Modbus® communication
A perfect combination of two of our recent successful launches combined in one instrument; a low maintenance pyranometer with smart digital signal 
processing. Now with all-new Smart Sensor Explorer software that allows for set-up with RS-485 to USB or TCP/IP converters and data logging to a computer.
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0 to 1 V
-200 to 2000 W/m²
4 to 20mA
0 to 1600 W/m²
RS-485 Modbus®








< 1% (-20°C to +50°C)









Smart Sensor Explorer Software,




0 to 100% non-condensing
Classification to ISO 9060:1990
Specifications SMP3 SMP10 & SMP11
Spectral range (50% points)
Analogue output • V-version
Analogue output range







(a) thermal radiation (at 200 W/m²)
(b) temperature change (5 K/h)
Non-stability (change/year)
Non-linearity (100 to 1000 W/m²)
Directional response
(up to 80° with 1000 W/m² beam)
Temperature response
Power consumption (at 12 VDC)
Software, Windows™
Spectral selectivity (350 to 1500 nm)
Tilt response (0° to 90° at 1000 W/m²)
Field of view






Ingress Protection (IP) rating
Second Class
300 to 2800nm
0 to 1 V
-200 to 2000 W/m²
4 to 20mA
0 to 1600 W/m²
RS-485 Modbus®








< 3% (-20°C to +50°C)
< 5% (-40°C to +70°C)
-V version: 55mW
-A version: 100mW
Smart Sensor Explorer Software,









0 to 100% non-condensing
67
High performance for PV panel and thermal collector testing,
solar energy research, solar prospecting, materials testing,
advanced meteorology and climate networks
Recommended applications Economical solution for efficiency and maintenance monitoring of
PV power installations, routine measurements in weather stations,
agriculture, horticulture and hydrology
Note: The performance specifications quoted are worst-case and/or maximum values
TRITEC temperature sensors
TRITEC surface temperature sensor Pt1000
The surface temperature sensor Pt1000 is an adhesive
foil sensor. It was designed for measurements on sur-
faces and is primarily used for temperature measure-
ments of solar modules.
By installing the surface temperature sensor at the
back of a solar module, the module temperature can
be measured. The temperature of solar modules is
crucial for their output, because the output decreases
by 0.43 %/K with increasing temperature. By monito-
ring the temperature at the solar cells, conclusions can
be drawn about the behaviour of the output curve.
TRITEC outside temperature sensor Pt1000
The outside temperature sensor Pt1000 is integrated in
a weather-proof macrolone housing. Its compact
design makes the sensor extremely flexible: it can be
installed anywhere. The UV-resistant plastic housing is
equipped with a two-core connection cable.
TRITEC surface temperature sensor Pt1000 TRITEC outside temperature sensor Pt1000
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5. Temperature Sensor
Art. No. 0802118 0802258
Model TRITEC surface temperature sensor Pt1000 TRITEC outside temperature sensor Pt1000
Measuring principle Platinum resistance wire Platinum resistance wire
Measuring range -20 to +150 °C -20 to +150 °C
Protection mode IP66 IP56
Connection Cable, 3 m, two-conductor connection Cable, 3 m, two-conductor connection
Dimensions (W / H / D) 50 mm / 50 mm / 8 mm 52 mm / 50 mm / 32 mm
Casing Injection moulded plastic with aluminium plate, incl. adhesive
tape
Macrolone housing
Weight 120 g 120 g
Warranty 2 years 2 years
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